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LR2003867TA-01

1 Fusionopolis Place, #09-11 Galaxis, 138522, 
Singapore

TA01 1.0.0

Lloyd's Register Group Limited, its affiliates and subsidiaries and their respective officers, employees or agents are, individually and collectively, referred 
to in this clause as 'Lloyd's Register'. Lloyd's Register assumes no responsibility and shall not be liable to any person for any loss, damage or expense 
caused by reliance on the information or advice in this document or howsoever provided, unless that person has signed a contract with the relevant 
Lloyd's Register entity for the provision of this information or advice and in that case any responsibility or liability is exclusively on the terms and 
conditions set out in that contract.

Sobhith.K.H

Senior Specialist - Marine to Lloyd's Register 
Singapore Pte Ltd 
A member of the Lloyd's Register Group

This is to certify that the undernoted product(s) has/have been tested with satisfactory results in accordance with 
the relevant requirements of the Lloyd's Register Type Approval System. 

Manufacturer Trident Rubber Inc
Address 585 Plum Run Road, Canonsburg, PA, 15317, United States

Place of Production Gat No.7, At Post – Chimbli, Tal-Khed, Dist. Pune, 412 105, India

Type Exhaust Hose

Description Flexible Wet Exhaust Hose (Style R3) 

Marine Wet Exhaust Hose SAE J2006-R3 – Straight 
Marine Wet Exhaust Hose SAE J2006-R3 – Hump 
Marine Wet Exhaust Hose SAE J2006-R3 – Elbow 
Marine Wet Exhaust Hose SAE J2006-R3 - Reducer

Trade Name Trident Marine

Application Hose for water cooled diesel engine exhaust gas system.

Specified Standard SAE J2006 -2013 Marine Exhaust Hose

Ratings Inner diameter (mm): 6 to 457.2  
Maximum working pressure (kPa): 250
Service temperature (°C): +260°C 

Other Conditions Where the hoses are intended to be fitted in exhaust gas systems in special 
service craft classed with LR compliance with applicable sections of the 
rules are required. These are to be installed to the surveyor’s satisfaction.

This certificate is not valid for equipment, the design, ratings or operating parameters of which have been varied 
from the specimen tested.  The manufacturer should notify Lloyd's Register Singapore Pte Ltd of any modification or 
changes to the equipment in order to obtain a valid Certificate.

The Design Appraisal Document No. LR2003867TA and its supplementary Type Approval Terms and Conditions 
form part of this Certificate.
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